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Pipe Shoes and Supports 
 

AAA Technology & Specialty Co., Inc. is proud to provide a complete line of Pipe Shoes and Supports.  These pipe shoes are 

constructed in accordance with the rules and regulations specified and defined by the Quality Assurance Procedures for Pipe 

Supports Manufactured per ASME B31.1, B31.2, B31.3, B31.4, B31.5, B31.8, B31.9 & B31.11 Piping Codes, the ANSI/AWS D1.1 

and the MSS SP-58 & MSS SP-69 Standards. Well trained and experienced personal using formal standardized document sys-

tems and fabrication control methods supervise all projects. 

 

The Pipe Shoes and Supports offered herein are built in three categories:  Split Beam Construction, Welded Flat Bar or Double 

Upright Construction in accordance to your requirements. In addition, we can supply these in various Guided Shoe Assemblies 

as illustrated in the pages hereafter. 
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Stainless Steel over Graphite, or any other combination that you require.  We are also able to supply Meehanite & Alloys for 

high temperature applications, Permali or Composite Supports for cryogenic applications, and can fabricate these out of ma-

chined block or poured to your specific needs. 

 

To better assist you please do not hesitate to call AAA Technology & Specialties Co., Inc. to tell us about your requirements in 

order to better serve you in your Pipe Support solutions. 
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PRODUCT OVERVIEW 

SHOE TYPES 
Choose from three designs of pipe shoe:  1) Split Beam Pipe Shoe;  2) Fabricated (flat bar) Pipe Shoe;   or 3) Double Upright 

Pipe Shoe.  Each design, in turn, can be fabricated:  1) Plain;  2) With U-Bolts;  or 3) With Clamps. 

5000 - Split BeamτPlain 5010 - Split Beam with  U-Bolts 5020 - Split Beam with Clamps 

5100 - Fabricated-Plain 5110 - Fabricated with  U-Bolts 5120 - Fabricated with  Clamps 

5200 - Double UprightτPlain 5210 - Double Upright  with  U-Bolts 5220 - Double Upright with  Clamps 

Fig. 5000, 5010, & 5020 SPLIT BEAM PIPE SHOES 

5100, 5110, 5120 FABRICATED PIPE SHOES 

Fig. 5200, 5210, & 5220  DOUBLE UPRIGHT PIPE SHOES 
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PRODUCT OVERVIEW 

HOW TO ORDER 
 

Pipe Shoes are ordered by indicating the following dimensions and choices: 

Fig. Description of Pipe Shoe 

5000 Split Beam Pipe Shoe 

5010 Split Beam Pipe Shoe w/U-Bolts 

5020 Split Beam Pipe Shoe w/Clamps 

5100 Fabricated Pipe Shoe 

5110 Fabricated Pipe Shoe w/U-Bolts 

5120 Fabricated Pipe Shoe w/Clamps 

5200 Double Upright Pipe Shoe 

5210 Double Upright Pipe Shoe w/U-Bolts 

5220 Double Upright Pipe Shoe w/Clamps 

Type Description of Guide Support 

NG No Guide 

CG Clip Guide 

AG Angle Guide 

AG2 Angle Guide 2 

AG&ST Angle Guide and Line Stop 

Type Description of Slot Options 

S1 No Slots 

S2 Expansion Slots 

S3 Insulation Band Slots 

S4 Expansion Slots & Insulation Band Slots 

GP Gusset Plates 

Type Description of Slide Bearings 

T/T Teflon on Teflon 

S/T Stainless Steel on Teflon 

S/P Stainless Steel on Polyethylene 

S/G Stainless Steel on Graphite 

G/G Graphite on Graphite 

http://www.aaatech.com/
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PRODUCT OVERVIEW 

SLOT OPTION DETAIL 

Type S1, No Slots 

Type S2, Expansion Slots 

Type S3, Insulation Slots 

Type S4, Expansion & Insulation Slots 

Type GP, Gusset Plates 
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PRODUCT OVERVIEW 

SLIDE BEARING OPTION DETAIL 

Property  T/T - Teflon on Teflon S/T - SS on Teflon S/P - SS on Polyethylene 
G/G - Graphite on 
Graphite 

Compressive 
Strength 

2000 PSI 4000 PSI 1200 PSI 5625 PSI 

Maximum Tem-
perature 

300° F (150° C) 300° F (150° C) 200° F (95° C) 800° F (430° C) 

Option T/T, S/T and S/P 

Option G/G 

http://www.aaatech.com/
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PRODUCT OVERVIEW 

GUIDE DETAIL 

Type NG, No Guide 

Type CG, Clip Guide 

Type AG, Angle Guide 

Type AG2, Angle Guide 2 

Type AG&ST, Angle Guide  & Line Stop 
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PRODUCT OVERVIEW 

BASE PLATE DETAIL 

  

L (in) 

 Single Upright Shoes  
(e.g. Fig 5000, 5100 etc.) 

Double Upright Shoes  
(e.g. Fig 5200) 

Pipe Size Type NG 
Type AG 
or AG2 

Type CG Type NG 
Type AG 
or AG2 

Type CG T (in) 

2 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

2 1/2 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

3 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

4 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

6 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

8 6 6 3/4 8 1/4 -- -- -- 1/4" or 3/8 or 1/2" 

10 6 6 3/4 8 1/4 8     8 3/4 10 1/4 1/4" or 3/8 or 1/2" 

12 10 10 3/4 12 1/4 10     10 3/4 12 1/4 1/4" or 3/8 or 1/2" 

14 10 10 3/4 12 1/4 10     10 3/4 12 1/4 1/4" or 3/8 or 1/2" 

16 10 10 3/4 12 1/4 12     12 3/4 14 1/4 1/4" or 3/8 or 1/2" 

18 10 10 3/4 12 1/4 12     12 3/4 14 1/4 1/4" or 3/8 or 1/2" 

20 12 12 3/4 14 1/4 14     14 3/4 16 1/4 1/4" or 3/8 or 1/2" 

24 12 12 3/4 14 1/4 14     14 3/4 16 1/4 1/4" or 3/8 or 1/2" 
30 -- -- -- 19 1/2 20 1/4 21 3/4 1/4" or 3/8 or 1/2" 
36 -- -- -- 22 1/2 23 1/4 24 3/4 1/4" or 3/8 or 1/2" 
42 -- -- -- 25 1/2 26 1/4 27 3/4 1/4" or 3/8 or 1/2" 

Type NG Base Plate 

Type AG or AG2 Base Plate 

Type CG Base Plate 

Different lengths, widths and thicknesses available upon request. 
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